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29N Series 
For corrugated trim & shreds and other packing & printing materials 

Key Features: 
 Single Tension Cylinder ~ heavier bales 

     Auto-Tie ~ Pulls the Wire Across vs. Push 
 On Casters ~ for ease of cleaning 

Sub Floor & Liner System ~ lower maintenance cost 
Standard Options ~ greater value! 



Bale Size: 30” x 43” x variable 

Width: 29” 

Hopper Length:  

Feed Opening: 40” x 29”, 50” x 29” 

Main Cylinder: 8”, 9” or 10” bore trunnion design 

System Pressure: 3000 psi  

Main Motor: 30, 50, 75, Twin 30 or Twin 50 HP  

Feed Type: Air trim system, conveyor 

Bale Tying: Five-wire auto-tie (Pull Through De-

sign)  

Shear: Available with or without shear blade 

Meets all current ANSI 245.51 Safety Standards 

29N Series 

PRODUCTION OPTIONS 

Heavy-Duty Hopper     

Dust Pick-Up Hood at Tier Station  

Dust Pick-Up Hood at Cylinder (8" Port) 

Off-side tier controls 

Additional Infrared 

Hopper extension up to 48" (no window or 

door) 

Remote Floor Mounted Power Unit    

Water mist (2 nozzle) 

Wire Run out Sensors 

Increase conveyor controls up to 7.5HP 

Additional 4' Bale Table 

Infrared sensor and alarm with wiring 
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